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CRAFCO MASTIC ONE  l  INSTALLATION INSTRUCTIONS 

 
installations when required. The finished Mastic One installation 
should be applied smooth and level with the pavement surface. 

5. When installing over a distressed pavement surface, Mastic One 
should be applied at least 6 in (15 cm) beyond the distressed 
area onto sound pavement surfaces. 

6. Mastic One cools quickly after installation and is ready for traffic 
when it has solidified sufficiently to support loads. Apply Crafco 
Detack to reduce surface tack and allow quicker opening of the 
area to traffic. 

 

 USES AND INSTALLATION CONFIGURATIONS: The general use of 
Mastic One is to repair pavement deficiencies which are larger than 
those that can be appropriately addressed with pavement sealants, 
but smaller than those where conventional remove and replace 
patching procedures are used. Typical uses include (but are not 
limited to): 

1) Sealing and filling pavement cracks or joints over 1.5 in 
(3.8cm) wide, 

2) Filling potholes, 

3) Leveling depressed thermal cracks, 

4) Sealing and repairing deteriorated longitudinal joints, 

5) Skin patching, 

6) Pretreatment of cracked areas prior to surface treatments, 

7) Repairs prior to surface treatments 

8) Leveling manhole covers, bridge deck approaches, or other 
settlement at structures, 

9) Capping settled utility cuts, 

10) Filling spalls, popouts, and corer breaks 
 

Note: Mastic One shall not be used for surface skin patch repairs at 
intersections, unless followed by a surface treatment. 

 

Mastic One binder is self‐adhesive and develops a strong bond to 
the pavement. Shrinkage of approximately 5% occurs as Mastic One 
cools from application temperature to ambient. No compaction 
is required. After application, time must be given for the product    
to cool before opening the area to traffic. Cooling time will vary 
depending on the size of the application and ambient temperature. 
Generally allow approximately 30 to 60 minutes of cooling for each 1 
in (2.5cm) of material depth. 

 

For installations of Mastic One deeper than 2.5 in (6.3cm), product 
should be installed in layers not exceeding 2.5 in thick (6.3cm) with 
cooling to 200F (93C) maximum before applying the next layer. The 
final layer to the pavement surface level should be ½ to 1 in (1.2 to 
2.5cm) thick. This layering process reduces material shrinkage during 
product cooling.  Installations over 2 in (5cm) deep can be bulked 
by adding up to 25% by volume of Crafco Structural Aggregate (Part 
No. 33033) to the patch in layers for improved stability and quicker 
cooling.  Roofing felt or other similar strips can be used along the 
work area boundaries to create neat, well defined edges. The strips 
should be removed immediately after application before material 
cools. 

 

APPLICATION LIFE: Application life at application temperatures is 
approximately 12 to 15 hours. Application life may be extended by 
adding fresh material as quantity in the applicator decreases. Mastic 
One must be agitated while being applied. The material may be 

reheated to application temperature once, after the initial heat up. 
Additional reheating of the material may result in degradation of 
properties. At the end of the installation day, it is recommended that 
the melter be as empty as possible. Product volume of no more than 
25% of melter capacity should be left in the melter for reheating. 
When reheating, a volume of Mastic One equal to or greater than  
the amount being reheated should be added to the melter for the 
next installation. When the application life has been exceeded, 
Mastic One will begin to thicken, become “stringy” and may then gel. 
If this should occur, the material should immediately be removed 
from the melter and discarded. 

 

PRECAUTIONS: Mastic One will soften, become sticky, and track if 
exposed to fuel or oil spillage, therefore, it should not be used in 
areas subject to fuel or oils. 

 

STORAGE: Pallets of packaged product are protected with a weather 
resistant covering. During storage, the protective wrap must be kept 
on the pallets to maintain pallet stability.  If rips in the pallet covering 
occur during handling, they should be repaired to help maintain 
packaging integrity. Pallets should be stored on a level surface which 
is dry and has good drainage. Pallets should not be stacked because 
crushing of bottom layers may occur. Mastic One material properties 
are not affected by packaging deterioration. 

 

SAFETY PRECAUTIONS: Since Mastic One is heated to elevated 
temperatures, it is essential that operations be conducted in 
manners which assure safety of personnel. All associated with use of 
the material need to be aware of the hazards of using hot applied 
materials and safety precautions. Before use, the crew should read 
and understand product use, safety information and the product 
SDS. This sheet which is supplied with each shipment, describes the 
characteristics of the product as well as any potential health hazards 
and precautions for safe handling and use. User should check D.O.T. 
requirements for transportation of product at elevated temperatures 
(above 212°F (100°C)). 

 

HAZARDS ASSOCIATED WITH HOT APPLIED MATERIALS: Skin 
contact with hot applied materials causes burns. Over exposure to 
fumes may cause respiratory tract irritation, nausea, or headaches. 
Appropriate precautions need to be taken to prevent contact with 
the hot material and to avoid inhalation of fumes for everyone 
in the vicinity of the work area operation. Safety precautions 
should include: 1. Protective clothing to prevent skin contact with 
hot material. 2. Care when adding product to melters to reduce 
splashing. 3. Careful operation and control of tools which are  
used to apply product. 4. Traffic and pedestrian control measures 
which meet or exceed MUTCD requirements to prevent access to 
work areas while product is still in a molten state. 5. Avoidance of 
material fumes. 6. Proper application configurations with a minimum 
amount of excesses of material. 7. Appropriate clean up of excessive 
applications or product spills. 

 

ADDITIONAL INFORMATION: Additional information regarding these 
products is available by contacting your distributor or Crafco, Inc. 
This information includes 1) Product Data Sheets, 2) Safety Data 
Sheets, 3) Equipment Safety Manual 


